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Table No. 6-21

*These sizes are not included in AWWA C110 or C153.
BASE FACED AND DRILLED: Bases are not faced or drilled unless so specified on the purchase order. When a base

fitting is ordered with base faced and drilled, base will be plain faced and drilled as shown in the table.
For supporting pipe sizes see Table No. 6-22. See Table Nos. 6-19 and 6-20 for additional base dimensions.
See General Notes on page 6-2.

AMERICAN Ductile Iron Flanged Fittings
ANSI/AWWA C110/A21.10 and AMERICAN Standard

Base Flange Details
B.C.

3⁄84 4.75 3⁄83⁄4 4
3⁄86 5.50 3⁄83⁄4 4
3⁄88 7.50 3⁄83⁄4 4
10 7.50 3⁄83⁄4 4
12 9.50 3⁄87⁄8 4
14 9.50 3⁄87⁄8 4
16 9.50 3⁄87⁄8 4
18 11.75 3⁄87⁄8 4
20 11.75 3⁄87⁄8 4
24 11.75 3⁄87⁄8 4
30 14.25 13⁄8 4
36 17.00 13⁄8 4
42 21.25 11⁄8 4
48 22.75 11⁄4 4

*54 25.00 11⁄4 4
*60 29.50 13⁄8 4
*64 36.00 13⁄8 4

B.C.
Bolt Circle

Bolt
Hole

Diameter

No.
of

Bolts

Dimensions in Inches
Fitting
Size
in.

Size of Supporting Flanged Pipe for Base Fittings

Fitting Size-Inches

Supporting
Pipe Size-Inches

4 5 6 8 10 12 14 16 18 20 24 30 36 42 48 54 60 64

2 21⁄2 21⁄2 4 4 6 6 6 8 8 8 10 12 16 18 20 24 30

Table No. 6-22
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AMERICAN Ductile Iron Flanged Fittings
Notes
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AMERICAN DUCTILE IRON PIPE

AMERICAN reserves the right to modify or change designs, materials, 
specifications, or dimensions shown herein without prior notice.

This is a revised reprint of a section from the 19th Edition of the AMERICAN Pipe
Manual. References may be made in this section to other sections of this manual.
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